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AKDRY Mn OCTOATE
MANGANESE OCTOATE

Product Code-
AKDRY Mn OCTOATE

Description -

An auxiliary siccative produced in different
Manganese concentrations as 6%, 8%, 10%.
Specifications -

Mn Octoate 6%

Mn Octoate 8%

Mn Octoate 10%

Transparent Liquid

Transparent Liquid

Transparent Liquid

WS

WS

WS

,90 gr/cm?® 1,01 gr/cm?® 1,1 gr/cm?
3+05 52,5+ 0,5 68,7 + 0,5
k Wine Dark Wine Dark Wine

Applications -

ganic solvents and oils. Suitable to be used instead of
less drying feature. Recommended to use instead of
Cobalt Octoate in dark and black colored paints.

Usage & Amount -

mount is between 0,01% - 4% based on solid content.
ed to use together with Lead and Calcium siccatives.

Packaging -

50 kgs PE Pail
170 kgs Steel Barrel

Handling & Storage -

°C and +40 °C. Keep pails tightly closed. Store and handle
lace, away from sources of heat, ignition and direct sunlight
rovide grounding and venting in order to prevent static electricity
build-up. Avoid any contact with Organic Peroxides.

Shelf Life -

1 Year. For unopened packages at recommended storage conditions.
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AKDRY Ca OCTOATE
CALCIUM OCTOATE

e Product Code
AKDRY Ca OCTOATE

- Description

An auxiliary siccative produced in different Calcium concentrations as 4%, 5%.

- Specifications

Ca Octoate 4% Ca Octoate 5%
Appearance Transparent Liquid | Transparent Liquid
Diluent WS WS
Density @25°C 0,85 gr/cm® 0,87 gr/cm?
Solid Content (%) | 25,5 + 0,5 27,5 + 0,5
Color Light Yellow Light Yellow
- Applications

Miscible with organic solvents and oils. Improves performance, when
used together with other siccatives. Calcium Octoate is an effective wetting
agent. Suitable to use during dispersion process.

- Usage & Amount

Recommended usage amount is between 0,05% - 0,2% based on solid
content. Provides better results, when used with other active metal soaps.

- Packaging

50 kgs PE Palil
170 kgs Steel Barrel

e Handling & Storage

Must be kept between +5 °C and +40 °C. Keep pails tightly closed. Store and handle
in a dry, well-ventilated place, away from sources of heat, ignition and direct sunlight
in original packaging. Provide grounding and venting in order to prevent static electricity
build-up. Avoid any contact with Organic Peroxides.

- Shelf Life

1 Year. For unopened packages at recommended storage conditions.
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AKDRY 2Zn OCTOATE
ZINC OCTOATE

Product Code -

AKDRY Zn OCTOATE

Description -

An auxiliary siccative produced in different Zinc concentrations as 6%, 8%, 10%, 16%

Specifications -

Zn Octoate 6%

Zn Octoate 8%

Zn Octoate 10%

Zn Octoate 16%

Appearance Transparent Liquid | Transparent Liquid | Transparent Liquid | Transparent Liquid
Diluent WS WS WS WS

Density @25°C 0,870 gr/cm? 0,900 gr/cm?® 0,940 gr/cm?® 1,00 gr/cm?®

Solid Content (%) | 27,20 + 0,5 36,30 + 0,5 45,87 + 0,5 72,60 + 0,5
Color Light Yellow Light Yellow Light Yellow Light Yellow

Applications -

Miscible with organic solvents and oils. Zinc Octoate is an effective
wetting and shining agent. Suitable to use with other sicatives.

Usage & Amount -

Recommended usage amount is between 0,03% - 0,2% i
based on solid content. Zinc Octoate fairly improves drying
performance of other driers with the synergy it reveals.

Packaging -

50 kgs PE Pail
170 kgs Steel Barrel

Handling & Storage -

Must be kept between +5 °C and +40 °C. Keep pails tightly closed. Store and handle
in a dry, well-ventilated place, away from sources of heat, ignition and direct sunlight
in original packaging. Provide grounding and venting in order to prevent static electricity

build-up. Avoid any contact with Organic Peroxides.

Shelf Life -

1 Year. For unopened packages at recommended storage conditions.
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AKDRY MIX-2
MiX-2 DRIER

» Product Code
AKDRY MIX-2

» Description o
A Lead free drier which contains Zr Octoate, Ca Octoate and Co Octoate. Particularly preferred because
of performance and doesn’t contain Lead. Particularly suitable for environmentﬁendly systems.

- Specifications

MIX-2
Appearance Transparent Liquid
Diluent WS

Density @25°C | 0,8741 gr/cm®
Solid Content (%) | 20,46 + 0,5
Color Blue

- Applications X

Recommended when Lead free systems needed. Particularly s le for
accelerating bottom, internal and surface drying performanc

- Usage & Amount

Recommended to use after grinding and milling processes for paints. Particularly
used about 0,3% - 2% of total formula, while formulating alkyd based paints.

w,

- Packaging

50 kgs PE Palil
170 kgs Steel Barrel

e Handling & Storage

Must be kept between +5 °C and +40 °C. Keep pails tightly closed. Store and handle
in a dry, well-ventilated place, away from sources of heat, ignition and direct sunlight
in original packaging. Provide grounding and venting in order to prevent static electricity
build-up. Avoid any contact with Organic Peroxides.

- Shelf Life

1 Year. For unopened packages at recommended storage conditions.
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ORGANIC PEROXIDES & INITIATORS

AKPEROX A1 4
AKPEROX A2 5
AKPEROX A50 6
AKPEROX A60 7
AKPEROX LPT 8
AKPEROX MIKP 9
AKPEROX A6R [
AKPEROX AAP 11
AKPEROX ER59 12
AKPEROX TBHP 13
AKPEROX CH50 14
AKPEROX CAT K 15
EFOX10 16
EFOX20 17
EFOX30 18
EFOX40 19
EFOX50 20
AKPEROX BP 50 PASTE (Red-White) 21
AKPEROX BP 15 PASTE 22
AKPEROX BP 75 POWDER 23
AKPEROX BP 25 PASTE 24
AKPEROX BP 50 POWDER 25
ACCELERATORS

AKCOBALT KXC6 28
AKCOBALT 1-10% 29
AKQUICK T100 30
AKCOBALT CX1-6 31

PAINTEDRIERS

Cobalt Octoate
Zirconium Octoate
Lead Octoate

Manganese Octoate
Calcium Octoate
Zinc Octoate

MIX-2 Octoate






